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Certificate No.: NJ2367964-X1

Port of. Naning, P. R China
Date: O7 Juy2013

THIS IS TO CERTIFY

THAT THE UNDERSIGNED SURVEYOR TO THIS BUREAU DID, AT THE REQUEST OF WUHAN ANCHOR WELDING
CONSUMABLES CO.,LTD, ATTEND THEIR PLANT AT WUHAN, HUBEI PROVINCE, P.R.CHINA, ON THE 27TH DAY OF MAY, 2013
AND ON SUBSEQUENT DATES, IN ORDER TO CARRY OUT A PLANT SURVEY OF FACILITIES AND ASSOCIATED QUALITY
ASSURANCE AND QUALITY CONTROL PROCEDURES AND TO WITNESS AND REPORT ON THE ANNUAL APPROVAL
TESTING OF WELDING CONSUMABLES; AND,

THAT THE FACILITY IS CONSIDERED CAPABLE OF PROVIDING AN ACCEPTABLE UNIFORM PRODUCT, AND THAT
EACH WELDING CONSUMABLE LISTED BELOW WAS FOUND IN COMPLIANCE WITH THE SPECIFICATION INDICATED AND IS

ELIGIBLE TO BE PLACED ON THIS BUREAU'S APPROVED WELDING CONSUMABLES LIST IN THE
SHIELDED METAL ARC WELDING SECTION:

TRADE GRADE SHIELDING CURRENT/

NAME SPECIFICATION OR CLASS GAS POSITION POLARITY SIZE
CJ421 - 2 - ALL AC/DC 2.5-5.0mm
CJ422 - 3 - ALL AC/DC 2.5-5.0mm
CJ502 - 2Y - ALL AC/DC 3.2-4.0mm
CJ427 - 3H15 - ALL DC(R) 2.5-5.0mm
CJ506 - 3Y - ALL AC/DC(R) 2.5-5.0mm
CJs07 - 3Y - ALL DC(R) 2.5-5.0mm
CJ506Fe - 3Y - ALL AC/DC(R) 3.2-5.0mm
CJ421Fez* - 2 - F AC/DC 4.0 - 5.0mm
CJ501Fez* - 2y - F AC/DC(R) 3.2-5.0mm

* RECOMMENDED BY MANUFACTURER FOR (F) GRAVITY WELDING WITH @4.0mm & @5 E ELECTRODE.

Note: This Qeniﬁcate evidences compliance with one or more of the RL{Ies, guides, standards or other criteria of American Bureau of Shipping and is issued solely for the use of the Bureau, its
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Certificate No.: NJ2367964-X2
Potof Nening PRChina
Date: 07 July 2013

THIS IS TO CERTIFY

THAT THE UNDERSIGNED SURVEYOR TO THIS BUREAU DID, AT THE REQUEST OF WUHAN ANCHOR WELDING
CONSUMABLES CO.,LTD, ATTEND THEIR PLANT AT WUHAN, HUBEI PROVINCE, P.R.CHINA, ON THE 27TH DAY OF MAY, 2013
AND ON SUBSEQUENT DATES, IN ORDER TO CARRY OUT A PLANT SURVEY OF FACILITIES AND ASSOCIATED QUALITY

ASSURANCE AND QUALITY CONTROL PROCEDURES AND TO WITNESS AND REPORT ON THE ANNUAL APPROVAL
TESTING OF WELDING CONSUMABLES; AND,

THAT THE FACILITY IS CONSIDERED CAPABLE OF PROVIDING AN ACCEPTABLE UNIFORM PRODUCT, AND THAT
EACH WELDING CONSUMABLE LISTED BELOW WAS FOUND IN COMPLIANCE WITH THE SPECIFICATION INDICATED AND IS
ELIGIBLE TO BE PLACED ON THIS BUREAU'S APPROVED WELDING CONSUMABLES LIST IN THE WIRE-GAS SECTION:

TRADE GRADE SHIELDING CURRENT/

NAME SPECIFICATION OR CLASS GAS POSITION POLARITY SIZE
YCJ501-1 - 3YSAH10 CO; ALL DC(R) 1.2-1.6mm
YCJ502-1 - 3YSAH10 CO; F DC(R) 1.2mm
WH50-6 - 3YSAH10 CO; ALL DC(R) 0.8-1.2mm

CO; F DC(R) 1.4-1.6mm
YCJMX50 - 2YSAH10 CO; F DC(R) 1.2-1.6mm
YCJ501Ni-DHL = 4YSAH10 CO; ALL DC(R) 1.2-1.4mm
CO; F DC(R) 1.6mm
YCJEG50*° - 3YA CO, V-up DC(R) 1.6mm
NOTES:

a. NO CONSUMABLE NOZZLE USED.
b. FLUX CORED WIRE YCJEG50 IS TO BE USED TOGETHER WITH CERAMIC BACKING TG-C1.80Z
MANUFACTURED BY WUHAN TIANGAO WELDING CO.,LTD.

Expiry Date: 06 July 2014

Note: This Qemﬁcate evidences compliance with one or more of the Rules,
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Certificate No.: NJ2367964-X3

Potof Nening PRChina
Date: 07 July 2013

THIS IS TO CERTIFY

THAT THE UNDERSIGNED SURVEYOR TO THIS BUREAU DID, AT THE REQUEST OF WUHAN ANCHOR WELDING
CONSUMABLES CO.,LTD, ATTEND THEIR PLANT AT WUHAN, HUBEI PROVINCE, P.R.CHINA, ON THE 27TH DAY OF MAY, 2013
AND ON SUBSEQUENT DATES, IN ORDER TO CARRY OUT A PLANT SURVEY OF FACILITIES AND ASSOCIATED QUALITY

ASSURANCE AND QUALITY CONTROL PROCEDURES AND TO WITNESS AND REPORT ON THE ANNUAL APPROVAL
TESTING OF WELDING CONSUMABLES:; AND,

THAT THE FACILITY IS CONSIDERED CAPABLE OF PROVIDING AN ACCEPTABLE UNIFORM PRODUCT, AND THAT
EACH WELDING CONSUMABLE LISTED BELOW WAS FOUND IN COMPLIANCE WITH THE SPECIFICATION INDICATED AND IS
ELIGIBLE TO BE PLACED ON THIS BUREAU’S APPROVED WELDING CONSUMABLES LIST IN THE WIRE-FLUX SECTION:

TRADE GRADE SHIELDING CURRENT/

NAME SPECIFICATION OR CLASS GAS POSITION POLARITY SIZE
MCJHO08A/SH431? - 2M - F DC(R) 2.0-5.0mm
MCJH10Mn2/SJ101° - 3YM - 2 DC(R) 2.0-5.0mm
MCJGNH-1/SJ105G® - 4YMH10 - E DC(R) 3.2-5.0mm

Notes:

a. WIRE-FLUX MCJHO8A IS TO BE USED TOGETHER WITH FLUX SH431 MANUFACTURERED BY SHANGHAI WELDING
ELECTRODE FLUX CO.,LTD.

b. WIRE-FLUX MCJH10Mn2 IS TO BE USED TOGETHER WITH FLUX SJ101 MANUFACTURERED BY JINZHOU SWAN
WELDING CONSUMABLE CO.,LTD.

¢. WIRE-FLUX MCJGNH-1 IS TO BE USED TOGETHER WITH FLUX SJ105G MANUFACTURERED BY BAOJI YUSHENG
WELDING MATERIAL CO.,LTD.

Expiry Date: 06 July 2014

Note: This Qeniﬁcate evidences compliance with one or more of the
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Certificate No.: NJ2367964 -X4
Potof Nening PRChina
Dete: 07 July 2013

THIS IS TO CERTIFY

THAT THE UNDERSIGNED SURVEYOR TO THIS BUREAU DID, AT THE REQUEST OF WUHAN ANCHOR WELDING
CONSUMABLES CO. LTD, ATTEND THEIR PLANT AT WUHAN, HUBEI PROVINCE, P.R.CHINA, ON THE 27TH DAY OF MAY, 2013
AND ON SUBSEQUENT DATES, IN ORDER TO CARRY OUT A PLANT SURVEY OF FACILITIES AND ASSOCIATED QUALITY

ASSURANCE AND QUALITY CONTROL PROCEDURES AND TO WITNESS AND REPORT ON THE INITIAL APPROVAL TESTING
OF WELDING CONSUMABLES; AND,

THAT THE FACILITY IS CONSIDERED CAPABLE OF PROVIDING AN ACCEPTABLE UNIFORM PRODUCT, AND THAT
EACH WELDING CONSUMABLE LISTED BELOW WAS FOUND IN COMPLIANCE WITH THE SPECIFICATION INDICATED AND IS

ELIGIBLE TO BE PLACED ON THIS BUREAU'S APPROVED WELDING CONSUMABLES LIST IN THE WIRE-GAS SECTION:

TRADE GRADE SHIELDING CURRENT/
NAME SPECIFICATION OR CLASS GAS POSITION POLARITY SIZE
YCJ551K2 - 4Y400SAH5 CO2 ALL DC(R) 1.2mm

Expiry Date: 06 July 2014

Note: This Qertiﬁcate evidences compliance with one or more of the Rules,
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