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Certificate No.
NKY-2395

TYPE APPROVAL FOR WELDING CONSUMABLE

Brand : CJb07
Manufacturer :  Wuhan Anchor Welding Consumables Co., Ltd.
Qingshan District, Wuhan, China

Kind : Covered Electrode

Purpose : TFor High Tensile Steel

Approval Condition ;
Grade : KMW53H10
Current : DCEP
Position : Flat, Horizontal and Vertical Upward
Max. Dia. of Electrode : F : 5.0mm¢, H ; 5.0mm¢, VU ; 5.0mm ¢
Welding Procedure : Manual Welding

THIS IS TO CERTIFY that the above mentioned welding consumable has been
approved by the NIPPON KAIJI KYOKAI in accordance with the requirements of the
Society's Rules.

This Certificate will remain in force until the 14th day of June, 2005.
Tssued at Tokyo on the 24th day of August, 2004.

H. Kitada
General Manager of
Material and Equipment Department

Note : The validity of this certificate may be renewed by endorsement on
the attached sheet upon completion of the annual inspections.



[image: image2.jpg]The validity of this certificate has been renewed

wtil (4

The validity of this certificate has been renewed

until /%M

Surveyor

The validity of this certificate has been renewed

until 14 Juna_ 2002

[

Date:'__ls ,ﬁ »’L \

The validity of this certificate has been renewed

wiil |4 June o

The validity of this certificate has been renewed

until

Date:

S\irveyor




[image: image3.jpg]NIPPON KAIJI KYOKAI

OF

[Re-Written

Certificate No.
NKY-2549

TYPE APPROVAL FOR WELDING CONSUMABLE

Brand ©YCJ501-1
Manufacturer : Wuhan Anchor Welding Consumables Co., Ltd.
Qingshan District, Wuhan, China

Kind : Semi-Automatic Welding Consumable
Purpose © For High Tensile Steels
Approval Condition ;
Grade : KSW53G(C)H10
Current : DCEP
Position : Flat, Horizontal, Vertical Upward and Overhead
Max. Dia. of Wire : F ;16mm, H ;16mm, VU;1l6mm,
OH; 1.6mm
Shield Gas : CO2

THIS IS TO CERTIFY that the above mentioned welding consumable has been
approved by the NIPPON KAIJI KYOKALI in accordance with the requirements of the
Society's Rules.

This Certificate will remain in force until the 3rd day of June, 2011.
Issued at Tokyo on the 28th day of May, 2010.

Material and Equipment Department,

Note : The validity of this certificate may be renewed by endorsement o
the attached sheet upon completion of the annual inspections.
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Approval No. NKY-3046
Certificate No. TA1339E

TYPE APPROVAL FOR WELDING CONSUMABLE

Brand : MCJH10Mn2
Manufacturer © Wuhan Anchor Welding Consumables Co., Ltd.

Qingshan District, Wuhan, China

Kind : Automatic Welding Consumable
Purpose : For High Tensile Steel
Approval Condition *
Grade 1 KAW53M
Current : DCEP
Position ¢ Flat
Max. Dia. of Wire : 5mm
Welding Process : Submerged Arc Welding

THIS IS TO CERTIFY that the above mentioned welding consumable has been
approved by the NIPPON KAIJI KYOKAI in accordance with the requirements of the
Society's Rules.

This Certificate will remain in force until 23 May 2013.
Issued at Tokyo on 24 May 2012.

General Manager
aterial and Equipment Department

Note : The validity of this certifidate may be renewed by endorsement on
the attached sheet upon completion of the annual inspections.
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Certificate No.
NKY-2010

Brand : ANCHOR BRAND CJ506
Manufacturer :  Wuhan Anchor Welding Consumables Co., Ltd.
Qingshan District, Wuhan, China
Kind : Covered Electrode
Purpose : For High Tensile Steel
Approval Condition ;
Grade : KMW53H
Current : ACor DCEN
Position . Flat, Horizontal, Vertical Upward and Overhead
Max. Dia. of Electrode : F ; 5.0mmd, H ; 5.0mmd, VU ; 5.0mm¢,
OH ; 5.0mm &
Welding Procedure : Manual Welding

THIS IS TO CERTIFY that the above mentioned welding consumable has been

approved by the NIPPON KAIJI KYOKALI in accordance with the requirements of the
Society's Rules.

This Certificate will remain in force until the 21st day of January, 2005.
Issued at Tokyo on the 24th day of August, 2004.

H. Kitada
General Manager of
Material and Equipment Department

Note : The validity of this certificate may be renewed by endorsement on
the attached sheet upon completion of the annual inspections.
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TYPE APPROVAL FOR WELDING CONSUMABLE

Certificate No.
NKY-2396

Brand : CJ421FeZ
Manufacturer :  Wuhan Anchor Welding Consumables Co., Ltd.
Qingshan District, Wuhan, China
Kind : Covered Electrode
Purpose : For Mild Steel
Approval Condition ;
Grade : KMW2
Current : AC or DCEP
Position : Flat
Max. Dia. of Electrode : F ; 5.8mm¢
Welding Procedure : Manual Welding

THIS IS TO CERTIFY that the above mentioned welding consumable has been
approved by the NIPPON KAIJI KYOKALI in accordance with the requirements of the

Society's Rules.

This Certificate will remain in force until the 14th day of June, 2005.
Issued at Tokyo on the 24th day of August, 2004.

H. Kitada
General Manager of
Material and Equipment Department
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Certificate No.
NKY-2397

TYPE APPROVAL FOR WELDING CONSUMABLE

Brand : CJ501FeZ
Manufacturer :  Wuhan Anchor Welding Consumables Co., Ltd.
Qingshan District, Wuhan, China

Kind : Covered Electrode

Purpose : For High Tensile Steel

Approval Condition ;
Grade : KMW52H10
Current : ACor DCEP
Position : Flat
Max. Dia. of Electrode : F ; 5.8mma
Welding Procedure : Manual Welding

THIS IS TO CERTIFY that the above mentioned welding consumable has been
approved by the NIPPON KAIJI KYOKALI in accordance with the requirements of the
Society's Rules.

This Certificate will remain in force until the 14th day of June, 2005.
Issued at Tokyo on the 24th day of August, 2004.

H. Kitada
General Manager of
Material and Equipment Department

Note : The validity of this certificate may be renewed by endorsement on
the attached sheet upon completion of the annual inspections.
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Certificate No.
NKY-2603

TYPE APPROVAL FOR WELDING CONSUMABLE

Brand : HO8A X HJ431
Manufacturer : Wuhan Anchor Welding Consmables Co., Ltd.
Qingshan District, Wuhan, China

Kind : Automatic Welding Consumable
Purpose : For Mild Steel
Approval Condition ;
Grade . KAW2M
Current : AC
Position : Flat
Max. Dia. of Wire : F 5 5.0mm¢
Welding Process © Submerged Arc Welding

THIS IS TO CERTIFY that the above mentioned welding consumable has been
approved by the NIPPON KAIJI KYOKAT in accordance with the requirements of the
Society's Rules.

This Certificate will remain in force until the 15th day of June 2006.
Issued at Tokyo on the 16th day of June 2005.

H. Kitada
General Manager of
Material and Equipment Department

Note : The validity of this certificate may be renewed by endorsement or
the attached sheet upon completion of the annual inspections.
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Certificate No.
NKY-2009

OF
TYPE APPROVAL FOR WELDING CONSUMABLE

Brand : ANCHOR BRAND CJ422
Manufacturer :  Wuhan Anchor Welding Consumables Co., Ltd.
Qingshan District, Wuhan, China
Kind : Covered Electrode
Purpose : For Mild Steel
Approval Condition ;
Grade : KMW3
Current - : ACor DCEN
Position ‘ : Flat, Horizontal, Vertical Upward and Overhead
Max. Dia. of Electrode : F ; 5.0mm¢, H ; 5.0mmd¢, VU ; 5.0mm¢,
OH ; 5.0mmd
Welding Procedure : Manual Welding

THIS IS TO CERTIFY that the above mentioned welding consumable has been
approved by the NIPPON KAIJI KYOKAI in accordance with the requirements of the
Society's Rules.

This Certificate will remain inferce until the 21st day of January, 2005.
Issued at Tokyo on the 24th day of August, 2004.

H. Kitada
General Manager of
Material and Equipment Department

Note The validity of this certificate may be renewed by endorsement on
the attached sheet upon completion of the annual inspections.
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